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19. SPECIFICATIONS                                       
 

              Linhai Landforce 550 

Dimensions & Capacities 

L x W x H 2395 x 1185 x 1390 mm 

Seat height 890 mm 

Wheel Base 1470 mm 

Turning Radius 3800 mm 

Ground Clearance 270 mm 

Fuel capacity 22 L 

Engine Oil Capacity 2.2 L 

Dry Weight 385 kg 

Cargo Racks Maximum load limit 
Front: 10 kg 

Rear: 20 kg 

Load Capacity   (Combined Rider & Payload) 180 kg 

Gross Vehicle Weight  
(Maximum Technically Permissible Mass) 

565 kg 

Drive System 

Front Tire AT25 x 8-12 

Rear Tire AT25 x 10-12 

Tire Pressure (front) 48.3 kPa 

Tire Pressure (rear) 48.3 kPa 

Brake System 

Brake 
Front Brake 

Dual Hydraulic Disc 
Rear Brake 

Parking Brake Mechanical Disc 

Suspension 

Front Double A-arm independent suspension 

Rear Double A-arm independent suspension 

Shock absorber Coil spring 
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19. SPECIFICATIONS 

 

Engine 

Engine Type Single cylinder, liquid cooling, 4 stroke, SOHC 

Displacement 493 cm3 

Bore x Stroke 87.5 x 82 mm 

Compression Ratio 10.2 : 1 

Maximum Power  26.1 kW / 6250 rpm 

Maximum Torque  42.6 Nm / 5000 rpm 

Cooling System Liquid 

Fuel System Bosch® EFI 

Starting System Electric 

Transmission CVT; L/H/N/R; gear shifted 

Maximum Speed  60 km/h 

Drive System  2WD/4WD/4WD/F-Lock 

 

Electrical System 

Battery 
12V 20Ah  

(12V 30Ah for EPS model) 

Headlights – High Beam  LED x2 

Headlights – Low Beam LED x2 

Front position lamp LED x2 

Front turn signal LED x2 

Brake/ Tail Light LED x2 

Rear turn signal LED x2 

 

 

 

 

  Fuses 

Signal B  15 A  

 

 

 

 

   In the Fuse Box 

12V Power Socket  15 A 

Lamp  15 A 

EFI  15 A 

FAN  15 A 

Fuel Pump  10 A 

Signal A  10 A 

EFI  5 A 

Main Fuse 30 A 

EPS  40 A 

Regulator  30 A 

 
 


